
Grabber E-Series Instructions 

Thanks for purchasing the Grabber E-Series. We hope you enjoy your new electric diff-lock! 

Please browse over these instructions before installing your kit. 

In the box you’ll find a push button switch, wiring harness, servo assembly, in-line fuse, 2 

screws (to mount switch on throttle assembly) wire terminal, zip ties and a ring carrier if you 

purchased the complete kit.  

If you are installing the ring gear inside the front diff, please see the install video on our web 

page at www.501parts.com. Go to Shop..Yamaha.. and click on Grabber diff lock kit. You’ll see 

the video at the bottom. It’s a long detailed video so you can fast forward to what you need. 

Once you get the ring gear installed, please continue with these instructions.  

If you already have the ring gear installed, or have previously installed the cable grabber kit, 
please follow these directions. Drain your front diff. Remove your cable assembly from the 

handlebars and the puller assembly on the front diff (three 10mm bolts). Ensure the slide gear 

inside the front diff is all the way to the left for 2wd and bolt the electronic servo to the front 

diff. Next, remove the cover plate on your throttle assembly by taking out the two phillips 

screws. Then remove the two screws out of the switch and mount it to the throttle assembly. 

Next, remove the front plastic insert under the front rack. This is where your relays and harness 

will be placed. Route the harness as you see fit and plug the 8 pin plug onto the servo and then 

plug the switch in. (The plug with black tape goes to the black plug on the switch). Next, 

connect the red wire to a 12 volt key on source of your choice.  Cut to the length you need, it’s 

probably a little long.  We included an inline fuse for your power wire. We recommend, using 

the bikes accessory wire. You can test for 12 volts with a multi-meter or a test light. Next, 

connect the black wire to ground. At this point, the kit is installed and should work, you can 

turn the key on and ensure everything is functioning properly. Don’t forget to add gear oil back 

to your front diff. We use regular 80w 90. Let us know if you have any questions. Enjoy your 

new Diff Lock!! 

If we can help, please let us know.  

 

http://www.501parts.com/

