
Thank you for purchasing the Grabber Diff Lock Kit. We sincerely appreciate your 

business.  

Please refer to our install video on the product page. It can be found on our website at 

www.501parts.com click Shop..Yamaha..Grabber Diff Lock Kits.  

This is a Quick reference on adjusting the cable and indicator light function: 

Step 1:  

First ensure the slide gear in your diff is all the way to the left (2wd). Next, insert the 

puller assembly in the diff with the cable unattached.  Don’t bolt it up yet. At this point, 

verify that your 4wd light or indicator is not indicating 4wd. If it is, pull the assembly 

out of the diff and reinsert like is shown in this picture. Once it’s in, rotate it clockwise 

until the bolt holes align. This will correct your light which will now only come on when 

you go to Diff Lock.  

 

Step 2: 

Once your light is functioning properly, insert the threaded portion of the cable from 

the top of the diff and insert the cable end in the puller. Hand tighten the bottom nut 

ensuring that there is no slack in the cable. With the front end on a jack, start to test it. 

With the lever in 2wd, the front wheels should spin freely. Put the lever in 4wd, the 

wheels should spin opposite of each other. Put the lever in Diff lock, the wheels should 

both be locked and not spin at all, if the back tires are on the ground.  

Operation: 

Just like the factory lever and cable, the kit will sometimes require you to roll forward 

a few inches or “bump” the throttle to completely engage 4wd and Diff Lock. The same 

goes with coming out of 4wd and Diff Lock. You may notice slack in the cable when 

you go from diff lock to 2wd or 4wd from a dead stop. This is completely normal and 

will pull tight once you move a few inches.  

You may engage 4wd when moving at normal speeds. We would recommend you slow 

to a crawl or stop to engage Diff Lock. Let us know if you have any questions 

501-658-0219. Happy Riding! 

http://www.501parts.com/


 

 


